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. Snap over coupling ring.
7. Tighten pressing screw.

S

M9 B3k K HB4NE SRS, #REK: 5, 4.0-5.0mm, JERHR, 1842, IP40

M9 P40
99 0095 102 05
I
1
FERR
PA
PA (UL94V-0)
S ()
Au ()
SRS (E5H)
CAS 7439-92-1 (Lead)
ae9177a3-28b8-4cac-af2b-6766283fb5cf
27-44-01-02
EC002635
2014/35/EU (EN 60204-1:2018;EN 60529:1991)
carrier sleeve part 1 (black)

. Bead pressing screw to cable. | ez ﬁ\s\‘\“§§\\%

. Dismantle cable to 15 mm length. “((((‘ b

. Strip and solder single wires. (¥ o aiv

. Mount male insert into sleeve with ) LR .

; male insert (solder) pressing screw
distance t. \
. Insert sleeve with male insert info sleeve = &\ 0,2-0,3 Nm
carrier sleeve part 2 (lower part grey). male coupling ring /
. Mount carrier sleeve part 1 (upper )

part black) on carrier sleeve part 2
(lower part grey).

carrier sleeve part 2 (grey)

Attention: max. torque of ring nut in socket connector: 50cNm (manual adjustment)

binder
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